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OILING POINTS

Proper lukrication is importent for smooth
opération gandong |ite of each working part
of your motorcycle and also for safe riding.
It iz 3 good practice to ik the machine after a

ang ruugh ride and after gatting it we‘t in ThE

rain Dr ‘aftar washlng it.

BATTERY

- The battery solution level may be i-l."HEDEG‘tEd.

by remaving the right frame cover. The soly-
tion |evel must be kept between fthe upper
and lowaear level lines at all timas, If the solu-
_ tion lgwval 15 helow the iowar limit line, sdd

OMNLY distilled water up to the upper limit-

iima. NEVER use tap water.

WARNING.|

Onea the hattery has been initially servic-
pd, NEVER add dilured sulphwric acid.

CAUTION

Bamr\l br“'lhn' pipa

n,

CAUTION: :
Do “not” hand ohstruet .or change the
routing of tha air vent tube from the bat-
tery. Make cerfain that the vent tuba is
attached to the battery. vent fitting and
that the apposite end iz always open,
Houte the hattery vent tube and locete
thae hattﬂnr mtn::tly as shown,

EAUTIIJH

When attaching tha wiring haress hat.
tery leads to tha battery terminalsg,
nhserve the corract polarity. The ved lead
must go to the |+] ipesitival terminal and
the Black lor kack with white tracer)
lead must go to the (—| (negativel ter.
minal. Reversing these conmectionz will
damage the charging gystem and the hat- i
tary.

NOTE: Every 4 000 milas (E OO0 km)
have yvour dedfer check the spocific gravity
of the battery's cefls with a pattery
hydramatar, This will determine the exact
candition of each of the six (6} coffs,



