. Ta adjust tha beam horizontaly:
.. Tun tha cress head screw (1) lucated on
. tha |- sldia of the I"Fl}ddll'gl'lt unl'r P|H¢KWISE.'

HEAI]I.IEHT BEAM III-IIJET"EET

The headlight hesm can ba adjusted both
chr_riznrltﬂlhr gnd vertically it neceasery.
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Tu- ndjust tha haam uertlc:alhr

- Loasan 'the headllghl, Imuaung fitting gk (z

and move the 'hElﬂd'llght;:HQusrng up or
dowen’ as- mqurrad' : -
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To replace the talhbraka Ilght b-ulb fnllow
these direotions:

(11 Ramowve tha twe SCrEWs ﬂnd takn oﬂ‘ ]

tha ena:

12} Pugh the bull in, twistmg it ta thE- left
until the engagement ping are disoon-
necled and remove the bulh, To fit the
roplacemant bulh intg position, pash tha
Lhzly in tiemby ang terist it to the right
whila pushing in,

CAUTION: o
i When mplacing the iems, do not ower
tighten the two sacuring serews.
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{11 Remove two screws and take. off the
kens.,
* (2} Fush jn on the bulk, twmtlng it to the
left, ‘and pull it out.
(3 To fit the-replacement bulb, push it in
© angd tmsr it to the right whiles pu3hlng.
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After setting the lens, he r-lwful not to
overtighted the two-secoring ::mw: fest
the lane should hreak. -

FUSE

The fuse box is Ioeated insida tha laft hand
frama cover. | the angima suddenly stops,
then the fuse must be checked. In case the
fuse blows thote i O sparc foze, a TEA
fuge.

-

" CAUTION:

Always be sure to replaca tha Mloam luzs
with the correet! anpeage fuse. Mowar
usa a gubetitrts, for example aluminum
fuil or wire, to replace a blewn tuse. K-
the spare luse installed blows in a short
period of fima it coufd maan that you
havs a majoar sleetrigal preblem. Yoo
shauld " corgali your Suzuhi desler im
nediatoly.
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