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:19{ Flamﬂue the wheel from tha splined
drn.re gear and set the wheel asseambly
"an thie groundg,

If yoi have found it necessary to remove
the rear wheed, it is very important that
the nuis_ and.holts be. tarqued-to the pro-
; fn‘.ﬁ!lm We. strangly : recom-
" 'at*fnufhﬂn hese bolts checkad
and ﬂtﬂl!]lh!l iw‘#uir authnnzed Suzulu

Dealgr. -, - o .
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CAUTION: = . ' '
Lheck all bolts, nuts and cotter pins after
reinztalling the rear wheel,

 LIGHT BULE REPLACEMENT

The watts) ge sating of each bulb is shown on
the chart balow. “Whan | raptacing a burnad
out bulb, always use-the exact same wat-
tage rating. Using other than the specified
rating can resalt In‘Gverloading the electrical

: wmem-or'ptematijl_‘él.fa]mre" of & bulb.

kL 12V BO/3EW

__evsonsw |

- Tail/Brake ||ght 12"@' B.EESW {3/32 epl’
——
| Turn signal Ilght i 12"ul' 23w 132 (o]ut] |

Headllght

HEAD LIEHT

To remove the headlight perform tha follaw-

ing steps;

{11 Remowve the thres scréews 'frum the
haadlight retainer ring., Remavé the
headlight. Co

(2t Remowve the headlight from the wiring

. hamess socket.

{31 Pulling up the headlight r;lar‘np {1 and
the bulb unit can now be rumaved from
the retainer ring.

To reinstall the headllght aszambily,
simply reverse the above sequence
ligtad.
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